
 

Post-build maintenance information; 
 

Here are some useful notes and tips to insure your Garden Spaces gives many, many years 

of hassle free enjoyment and to keep it looking its absolute best. 

Various elements of the building have various lengths of warranty - please review our 

website for more details. http://www.gardenspaces.co.uk/garden-room-

information/guarantees/ 

 

Internal schedule 

Ventilation and temperature; 

It is essential that good ventilation and a minimum temperature is maintained all year round 

within the building. This will stop excessive condensation and arrest the build-up of mould 

and mildew. 

It is commonly recommended that a heat source is left on at all times to maintain a 

temperature of 15 degrees Celsius with in the building, and any trickle vents open to assist 

with effective ventilation. 
 

Internal decoration; 

We provide a lovely skim plastered and painted (normally white) internal finish to your 

building. As per any new build structure it will dry out over the first annual cycle, and any 

slight settlement cracks will need to be filled and touched back once this process has 

occurred – this is totally normal and to be expected. We would be happy to quote for this 

work but it is not included. 

If you wish to take care of this yourself we use Brilliant White Dulux Matt Emulsion paint. 
 

Climate control; 

As with all air to air heat pumps, your climate control will require annual maintenance to 

keep it working effectively and efficiently. We recommend that it is checked by a fully 

qualified climate control technician every 12 months. A local specialist can assist you with 

this, or feel free to call us and we can arrange this for you if required. 
 

Flooring; 

Our internal floorings (laminate and engineered) are of a floating nature. This means it has 

the ability to move when expanding and contracting through the seasons. Any unevenness 

will generally resolve itself as the floor relaxes in time. 

The laminate floors are very hard wearing and the engineered floors can be sanded and 

refinished up to 3 times. 

There are specialist cleaning products for these floors available at all reputable DIY outlets. 

 

 

 

 



 

External schedule 

Cladding finish; 

Our claddings are designed and specified to be ultra-low or zero maintenance. 

All timber cladding (Western Red Cedar & Thermowood) are kiln dried and very stable but if 

not treated they will silver down in 12-18 months under UV degradation. The amount of 

degradation will depend on the local environment and on the amount exposure to the 

elements they experience. 

We can apply finishes to help stop this process and maintain the original beauty and lustre 

of the original material.  

Call us to discuss further if this is something that you would like.  Note: This must be done 

when the timber cladding is new and before the ‘silvering’ process has started. 

If you wish to take care of this yourself please contact us to see which treatment was 

applied to your building. Oil used is mainly https://www.liberon.co.uk/product/superior-

danish-oil/ 
 

External painted walls, soffit and posts; 

Although we use the very best in finishes to protect your surfaces (glulam post, marine 

plywood and cement particle board), some maintenance will be required again depending 

on the amount of weathering experienced.  

If you start to see visual degradation then it is time to act before its goes past being 

repairable and repainted. Please call us if you would like us to quote to undertake this 

maintenance work. 

The material we use to coat these surfaces is RAL colour coded, and specially made to order. 

We would naturally be happy to help you source this material if you wish to take care of this 

maintenance element yourselves. 
 

Rubber roof and guttering; 

The roof covering is very durable and should require no maintenance. It is made of a very 

similar rubber membrane that is as used for pond liners. All of our flat roofs have a slight fall 

to encourage excess water off the roof. Per the manufacturer’s guide, it is perfectly 

acceptable to have a little pooling water which will evaporate quickly once the weather 

improves. 

We do install gutter protection on most of our builds but regular cleaning of the gutter 

should be considered every year, particularly if situated below deciduous foliage. 
 

Doors and windows; 

We endeavour to set your doors and windows up so they will operate smoothly and 

efficiently for a good period. That said our timber structures do experience a small amount 

of settlement over the first 12 -18 months, and this can be exacerbated by swings in 

weather and soil conditions. 

We do recommend that the doors are maintained and adjusted to keep them in the very 

best working order every 12-24 months, or as required.  
 

Store doors; 



 

We make every effort to insure our store doors are very robust and will keep the elements 

at bay, and your storage area both dry and secure. This is why we install a drip above the 

door, a cill below and we seal the exposed timber edge to arrest any water ingression. 

Water, by its nature though, will try and work its way in so we recommend that the edges of 

the door are re-varnished every 12-24 months depending on the amount of exposure. This 

should halt any water ingression, and thus stop any swelling that might interfere with the 

smooth operation of the door. 
 

Decking; 

Our composite decking is very stable and does not get as slippery, slimy and green as 

conventional timber decks can often present in our climate. That said, it will still require 

some general maintenance, and we suggest that it is cleaned with a mild soap, with gentle 

brushing and then cleaned off with a low powered jet washer.  

Note: The use of a high power pressure washer machine may well damage the decking 

surface. 
 

Sedum roofs; 

Sedums are very shade intolerant, so you must insure other vegetation is regularly pruned 

back to keep the roof in direct sunlight. This will help maintain the good health of your 

sedum roof. 

It is necessary to apply a low nitrogen granular plant feed, once or twice a year, to insure 

the sedums have sufficient nutrients to thrive. 

 

General finish standard; 

We generally adhere to the NHBC guide Chapter 1.2  ‘A consistent approach to finishes’– 

see link below. 

http://www.nhbc.co.uk/NHBCpublications/LiteratureLibrary/Technical/filedownload,15912,

en.pdf 

 

Maintenance packages 

We would be happy to put together a comprehensive tailored maintenance package for 

you. Cost will be much dependent on the items included, the level of work required and the 

frequency of the maintenance program. 

Please contact us via email if this is of interest; 

Tel: 0845 387 9 387 

Or send an enquiry with detailed photos to; 

sales@gardenspaces.co.uk 

 


